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Lead Vocal Boom Stand and XLR Cable























Monitor Rig











Ravi


Technical Rider - SOLO








AC




















(Please provide ¼” cables with DI’s)














Gear Requirements:


FOH Sound System with Reverb (6 channel min.) with sufficient power for venue


(2) Mics (pointed at audience)


(3) Boom Mic Stands


(6) XLR Cables 


(3) 15+ foot Guitar Cables (1/4 inch mono phone jack)


(2) AC Power Outlets as indicated in diagram























Ravi’s Sound:


Lead Vocal: Sent to FOH dry.  Please add a touch of reverb and EQ as needed.


Guitar: Sent to FOH wet (reverb, occasional effects).  Please EQ as needed.











Ravi provides his own microphone and mixes his own In Ear monitors�PLEASE REMOVE STAGE MONITORS





SIGNAL FLOW





			Vocal Mic ( In Ear Rig ( FOH Sound System (Input 1)





			Guitar Processor ( In Ear Rig (in stereo)


					    ( FOH Sound System (in stereo, Inputs 2 & 3)





			Audience Mics (2) ( In Ear System (in stereo)





























Ambient Mic R, boom stand, XLR cable


Directed at audience, at audience level


Plugged directly into Ravi’s monitor rig











Input List:


Vocal Mic (XLR)


Guitar Left (XLR)


Guitar Right (XLR)





Ambient Mic L, boom stand, XLR cable


Directed at audience, at audience level


Plugged directly into Ravi’s monitor rig








Guitar Rig











AC




















(Please provide ¼” cables with DI’s)

















